
Installation Instructions for 
ProSeries Drop Rod

It is the responsibility of the installer to meet all code and safety requirements as well as obtain all required building 
permits. The installer should determine and implement appropriate installation techniques for each installation situation. 
The Fortress Company and its distributors shall not be held liable for improper or unsafe installations.

For technical assistance, please email: technicalhelp@fortressfence.com
Hours of Operation: Monday through Friday 8:00 AM to 5:00 PM, CST

Phone: 1-866-323-4766 Fax: 972-644-3720
www.fortressfence.com

Required Materials
Tape Measure, 9/16” Wrench, 9/16” Socket and Rachet. Pencil, Drill, 3/4” Drill Bit and Eye Protection

Read Instructions Completely Before Starting Installation
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Position Lower Clamp to 2” Gate Upright 3” from bottom of 
Gate Upright. Secure Lower Clamp to 2” Gate Upright using 
a 9/16” Wrench and Socket. 

Insert Drop Rod into Upper Clamp and 
Lower Clamp. With Drop Rod locked 
in the raised position, lower the Drop 
Rod until it is ½” from ground surface. 
Mark the location of Upper Clamp. 
Secure Upper Clamp with a 9/16” 
Wrench and Socket.

3/4” Hole

Align Gates in the closed 
position. Lower Drop Rod on 
to ground surface and mark 
the location of Drop Rod. Drill 
a 3/4” hole. Use the correct 
drill bit for the material.
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